
Enabling Wireless on the Starbridge Lynx 525 

The goal of this tutorial is to enable the basic wireless features on a Lynx 525 DSL Modem/Router. Most 

of the configuration will be done via the web interface of the modem. Listed below are the steps needed 

to accomplish. 

1) First we want to verify that our computer is even capable of reaching the modem itself. To do so 

we will open up a command prompt and check our IP address – Click on the Start button (usually 

in the lower left hand part of the screen) and select Run… (fig. 1.1) 

 
Figure 1.1 

 

 

 

 

 

 



A small window titled Run will pop up – the cursor will usually be automatically positioned in the 

Open… text box. Go ahead and type cmd and hit the enter key (fig 1.2) 

 
Figure 1.2 

Another window will pop up that will look like the one below – go ahead and type ipconfig and 

hit the enter key (fig 1.3) 

Figure 1.3 

 

 

 

 

 

 

 

 

 



2) If your results look similar to those above, skip to step 3. If your IP address looks wildly different 

(something with a 10.x.x.x or a 72.36.x.x) then go ahead and keep reading this step. 

To reach the web interface of the modem, we need to change our IP address to one that will 

allow it to talk to the modem. 

First, click on the Start button again, but this time select Connect to…  Show all connections (fig. 

2.1) 

  
 Figure 2.1 



Find the Connection titled Local Area Connection, right-click on it and select properties (fig. 2.2) 

 
Figure 2.2 

A small window with the title Local Area Connection Properties will pop up. Highlight the item 

labeled Internet Protocol (TCP/IP) and click on the Properties button (fig. 2.3) 

 
Figure 2.3 



This will pop open yet another window titled Internet Protocol (TCP/IP) Properties – If does not 

resemble the below configuration already, fill it out so it does and then click on the OK button, 

and the OK button on the previous window to apply these changes to your computer. (fig. 2.4) 

 
 Figure 2.4 

3) Now that we have the needed address to get to the modem, let’s open up a web broswer and 

type the following into the address bar – http://192.168.1.1/  (fig. 3.1) 

 
Figure 3.1 

You will be prompted by a window that says Authentication Required – enter admin for the 

username and admin for the password (fig. 3.2) 

http://192.168.1.1/


 
Figure 3.2 

4) If the username and password were entered correctly, you will be greeted by a screen similar to 

the following.  (fig. 4.1) 

 
Figure 4.1 

 

 



5) Along the left hand side of the screen you will see several different options, click on the word 

Wireless (fig. 5.1) 

 
Figure 5.1 

Next, click on the word Basic (fig. 5.2) 

 
 Figure 5.2 

 

 



6) We need to make sure that the wireless is enabled (fig. 6.1) 

Figure 6.1 

 

 

 

 

 

 

 

 

 

 



 

7) Next, we will set the SSID to be something that we can easily recognize when we connect to the 

wireless later. (fig. 7.1) 

 

Figure 7.1 

 

Those are the only requirements for setting up the wireless on the Lynx 525. If you followed these 

directions correctly, you will see your new wireless network pop up when you search for available 

wireless connections in Windows!  

 

 

 

NOTE: ACT provides this tutorial ñas-isò and offers no warranties or guarantees. Any changes made to the configuration of your DSL 

modem/router are done so AT YOUR OWN RISK. 


